


INLET CONES

Size A B C E kg
250 254 333 70 335 3
315 319 398 75 400 5
400 404 483 80 490 9
450 454 530 80 540 12
500 504 588 85 600 14
560 562 642 100 670 16
630 635 715 110 755 18
710 714 797 125 858 24
800 800 885 140 960 28
900 901 1003 150 1080 37

1000 1001 1103 180 1210 42
1120 1120 1226 200 1350 45
1250 1250 1356 220 1510 50

BUTTERFLY DAMPERS
Non-return gravity dampers to prevent reverse flow through the duct when the fan is idle. Manufactured in pre galvanised steel.

Size A B C F kg
250 250 335 350 0 6
315 319 375 350 0 8
400 403 475 350 0 11
450 450 540 350 0 14
500 503 585 350 0 18
560 562 645 350 10 20
630 634 715 350 50 23
710 714 795 350 90 29
800 804 885 350 120 36
900 905 1000 350 170 55

1000 1005 1100 350 230 67
1120 1126 1220 350 570 80
1250 1256 1350 350 635 90

OUTLET HOODS

Size A B C kg
250 250 300 230 5
315 315 375 265 8
400 400 475 350 16
450 450 525 400 18
500 500 585 440 19
560 560 645 490 22
630 633 715 550 26
710 710 795 620 35
800 804 885 700 44
900 900 1000 790 53

1000 1000 1100 880 65
1120 1126 1220 947 95
1250 1250 1350 1000 105

At the discharge end of the duct an outlet hood with a bird mesh guard can be fitted to give weather protection and a neat 
termination. Manufactured in galvanised steel.

When the fan is situated at the inlet of a duct (eg smoke pressurisation for stairwell) an inlet cone will reuce the airflow 
losses for the air inlet. Manufactured in galvanised steel.
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Catalogue dimensions are given as a guide. Certified dimensions can be supplied on receipt of order.


